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Innehall

Installations- och snabbreferensguide

Instruktioner om hur du packar upp och installerar skrivaren finns i

— Eﬂj Installations- och snabbreferensguiden som medfoljer skrivaren. Det finns en pdf-fil
B A med Installations- och snabbreferensguiden pa cd-romskivan Interaktiv
ﬁj = dokumentation.
X —
P4400-114

Arkmatarefor 550 ark............. .. i e 1
Sorteringsfack for500 ark . ............. i 3
Kuvertmatare. . ......... ... ittt 5
Duplexenhet .. ...... ... . i it i e e e 7
Intern harddisk .......... ... i e 9
Uppgradera 4400B till4400N . . ... ....... ... ..o 11
Laggatiliminne. . ........ ...ttt 13
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Tillbehor

Om du vill ha en lista 6ver alla tillbehor och tillval till till Phaser™ 4400 laserskrivare, skriv ut Supportguiden pa
cd-romskivan Interaktiv dokumentation.
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Arkmatare for 550 ark
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Arkmatare for 550 ark

Ready To Print

Prét a imprimer

Pronta per stampare
Druckbereit

Lista para imprimir
Pronta para imprimir
Gereed voor afdrukken
Klar for utskrift

10.2 N Print Configuration Pages

Imprimer les pages de configuration
Stampa pagine di configurazione
Konfigurationsseiten drucken
Imprimir paginas de configuracion
Imprimir Paginas de Configuracao
Configuratiepagina's afdrukken
Skriv ut sidorna Konfiguration
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Sorteringsfack for 500 ark

Sorteringsfack for 500 ark

Phaser™ 4400 laserskrivare 3



Sorteringsfack for 500 ark

Ready To Print

Prét a imprimer

Pronta per stampare
Druckbereit

Lista para imprimir
Pronta para Imprimir
Gereed voor afdrukken
Klar for utskrift

9.2 .l _~ Print Configuration Pages

Imprimer les pages de configuration
Stampa pagine di configurazione
Konfigurationsseiten drucken
Imprimir paginas de configuracion
Imprimir Paginas de Configuracao
Configuratiepagina's afdrukken
Skriv ut sidorna Konfiguration
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Kuvertmatare

Kuvertmatare
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Ready To Print

Prét a imprimer
Pronta per stampare
Druckbereit

Lista para imprimir

Pronta para Imprimir
Gereed voor afdrukken
Klar for utskrift

8.2 ]

Phaser™ 4400 laserskrivare

Print Configuration Pages

Imprimer les pages de configuration
Stampa pagine di configurazione
Konfigurationsseiten drucken
Imprimir paginas de configuracion
Imprimir Paginas de Configuracao
Configuratiepagina's afdrukken
Skriv ut sidorna Konfiguration

Kuvertmatare



Duplexenhet

Duplexenhet
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Duplexenhet

Ready To Print

Prét a imprimer

Pronta per stampare
Druckbereit

Lista para imprimir
Pronta para Imprimir
Gereed voor afdrukken
Klar for utskrift

8.2 .0 _~ Print Configuration Pages

Imprimer les pages de configuration
Stampa pagine di configurazione
Konfigurationsseiten drucken
Imprimir paginas de configuracion
Imprimir Paginas de Configuracao
Configuratiepagina's afdrukken
Skriv ut sidorna Konfiguration
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Intern harddisk
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Intern harddisk

Ready To Print

Prét a imprimer

Pronta per stampare
Druckbereit

Lista para imprimir
Pronta para imprimir
Gereed voor afdrukken
Klar for utskrift

Print Configuration Pages

Imprimer les pages de configuration
Stampa pagine di configurazione
Konfigurationsseiten drucken
Imprimir paginas de configuracion
Imprimir Paginas de Configuracao
Configuratiepagina's afdrukken
Skriv ut sidorna Konfiguration
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Uppgradera 4400B till 4400N

Uppgradera 4400B till 4400N
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Uppgradera 4400B till 4400N

Ready To Print

Prét a imprimer

Pronta per stampare

Druckbereit

Lista para imprimir

Pronta para imprimir

Gereed voor afdrukken A=

Klar for utskrift = : OK

xxxxxx

Print Configuration Pages

Imprimer les pages de configuration
Stampa pagine di configurazione
Konfigurationsseiten drucken
Imprimir paginas de configuracion
Imprimir Paginas de Configuracao
Configuratiepagina's afdrukken
Skriv ut sidorna Konfiguration
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Lagga till minne
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Ldgga till minne

Ready To Print
Prét a imprimer

Pronta per stampare
Druckbereit

Lista para imprimir
Pronta para imprimir
Gereed voor afdrukken
Klar for utskrift

9.2 N Print Configuration Pages

Imprimer les pages de configuration
Stampa pagine di configurazione
Konfigurationsseiten drucken
Imprimir paginas de configuracion
Imprimir Paginas de Configuracao
Configuratiepagina's afdrukken
Skriv ut sidorna Konfiguration
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Phaser™ 4400 laserskrivare

Anslutning

Du kan ansluta skrivaren till datorn pa ett av f6ljande sitt:
m USB
m  Parallell (IEEE 1284 kompatibel)
m  Ethernet (tillval for Phaser 4400B)
Information om hur skrivaren ansluts till ett ndtverk finns pa den utskrivbara sidan Anslutning, som

tillsammans med andra anvindbara utskrivbara sidor finns samlade i skrivaren. Foljande sidor
innehéller den utskrivbara sidan Anslutning.

...............

P4400-77

Alla utskrivbara sidor har det hir formatet, med falt bade dverst och underst pa sidan. Skriv ut de hér
sidorna vid skrivarens frontpanel.

For detaljerad information om hur du ansluter till ett nitverk, kan du titta i Ndtverksguiden pa
cd-romskivan Interaktiv dokumentation.

Visa sidan Anslutning

Du nér sidan Anslutning frain Menyn f£6r utskrivbara sidor:

1.  Pé frontpanelen bldddrar du till Menyn £6r utskrivbara sidor med hjilp av tangenterna
Ned-pil eller Upp-pil och trycker sedan pé tangenten OK.

2. Blédddratill Anslutning med tangenten Upp-pil eller Ned-pil och tryck pa tangenten OK.

Menykarta

For en fullstdndig lista dver utskrivbara sidor kan du skriva ut Menykartan:

1. Vilj Menyer pa frontpanelen och tryck pa tangenten OK.
2. Viljskriv ut menykarta och tryck pé tangenten OK.

Copyright © 2002 Xerox Corporation. Med ensamritt. 15



I- e ]
PHASER™ 4400 LASER PRINTER

L] Connection Setup
USB Connection

The USB connection requires a standard A/B USB cable. The "A" end of the cable connects to the computer's USB port;
the "B" end connects to the printer's USB port.

Windows 98 or later

Connect the USB cable to the PC and follow the Add New Hardware Wizard to create the USB port. Follow the Add
Printer Wizard to install the printer driver from your printer's software CD-ROM. For more details, refer to the infoSMART
Knowledge Base at www.xerox.com/officeprinting/infoSMART, Document # 18215.

Macintosh (requires OS 9.0.4 or later)

A USB-connected printer will not show in the Chooser. Install the printer driver from your printer's software CD-ROM.
Use the Desktop Printer Utility (version 1.2 or later) to create a desktop USB printer. The utility is located in the
PhaserTools folder created during the software install. For more details, refer to the infoSMART Knowledge Base at
www.xerox.com/officeprinting/infoSMART, Document # 33225.

Parallel Connection

The printer's parallel connection uses a parallel cable to connect your computer's parallel port to the printer's parallel
port. Install the printer driver from your printer's software CD-ROM. Select the appropriate LPT parallel port.

Ethernet Connection (recommended)

Network

Use an Ethernet connection with two twisted-pair (Category 5/RJ-45) cables and an Ethernet hub. Connect the computer
to the hub with one cable and connect the printer to the hub with the second cable. Use any port on the hub except the
uplink port. TCP/IP and EtherTalk are the most common protocols used with Ethernet cables. To print using TCP/IP, each
computer and the printer requires a unique IP address. See Setting IP Addresses.

Standalone Use

Use a crossover cable to connect the printer directly to the computer via the Ethernet port.

Setting an IP address

If your computer is on a large network, contact your network administrator for the appropriate TCP/IP addresses and
additional configurations.

If you are creating your own small Local Area Network, or connecting the printer directly to your computer over Ethernet,
use this basic procedure. The printer and computer(s) should have unique IP addresses. It is important that the
addresses are similar, but not the same. For example, your printer can have the address 192.168.1.2 while your
computer has the address 192.168.1.3. Another device can have the address 192.168.1.4, and so on.

For more details, refer to the infoSMART Knowledge Base at www.xerox.com/officeprinting/infoSMART,
Document # 18545.

Page 1 of 3 XEROX



Note: If you use the installer from your printer's software CD-ROM, the IP Address is set automatically.

To manually set the printer's IP address:

1. Atthe printer's front panel, select Menus and press OK.
Scroll to the Connection Setup Menu and press OK.
Scroll to TCP/IP Address Menu and press OK.

Scroll to DCHP/BootP and press OK until it displays OFF.
Scroll to TCP/IP Address and press OK.

Enter an IP address like the example above.

Scroll to TCP/IP Network Mask and press OK.

© N o g k w DN

Enter a network (subnet) address. (If you use the IP address in the above example,
set a Subnet Mask of 255.255.255.0)

9. Scroll to TCP/IP Gateway and press OK.

10. Enter a Gateway (router) address. (If you use the IP address in the above example,
set a Gateway address of 192.168.1.1)

11. Scroll to Exit and press OK.
To set a static IP address on your computer:

Windows 95/98/Me
1. From the Start menu, right-click Network Neighborhood and select Properties.
2. On the Configuration tab, select the TCP/IP protocol for your network card, then select Properties.

3. Onthe IP Address tab, select Specify an IP address. Enter an IP address and Subnet Mask, and click OK.
(If you use the IP address noted above, set a Subnet Mask of 255.255.255.0).

4. Click OK and restart Windows.

Windows 2000/XP
1. From the Start menu, right-click My Network Places and select Properties.
2. Right-click Local Area Connection and select Properties.

3. If you do not have TCP/IP available, you should first click Add and select Protocol. Click Add and select
Internet Protocol TCP/IP.

4. On the General tab, select the TCP/IP protocol for your network card. Click Properties.

On the General tab, select Use the following IP address. Enter an IP address and Subnet Mask, and then click
OK. (If you use the IP address in the above example, set a Subnet Mask of 255.255.255.0).

6. Click OK and restart Windows, if prompted.

Windows NT 4.x
1. From the start menu, right-click Network Neighborhood and select Properties.
2. On the Protocols tab, select TCP/IP Protocol and click Properties.

3. Onthe IP Address tab, select Specify an IP Address. Enter an IP Address and Subnet Mask in the field and
click OK. (If you use the IP address noted above, set a Subnet Mask to 255.255.255.0.)

4. Click OK and restart Windows.

Page 2 of 3 XEROX



Installing the Printer Driver

To download the latest printer drivers, access the Xerox web site at: www.xerox.com/officeprinting/support.

Windows 95/98/Me, Windows 2000/XP, and Windows NT 4.x
Install the printer driver from your printer's software CD-ROM. The software CD-ROM installer automatically installs
and identifies the printer during the installation process.

For more details, refer to the infoSMART Knowledge Base at www.xerox.com/officeprinting/infoSMART, Document
# 9178 for Windows 95/98/Me, Document # 36894 for Windows 2000, and Document # 11338 for Windows NT.

Macintosh
EtherTalk

If you use EtherTalk, Macintosh computers do not require IP addresses.

1. Open the AppleTalk Control Panel.

2. Verify that the Ethernet port is the selected network port.

3. To install the printer driver, double-click the installer on your printer's software CD-ROM.

4. Open the Chooser, select the LaserWriter driver.

5. From the right column of the Chooser, select the printer. Click Create to create the desktop printer.
For more details, refer to the infoSMART Knowledge Base at www.xerox.com/officeprinting/infoSMART,
Document # 2562.

Macintosh OS X

Macintosh OS X supports TCP/IP as the default protocol, as well as AppleTalk. For a TCP/IP installation,
follow the instructions provided to set an IP address in the printer.

1. Open the Print Center Utility.
2. Select the Add Printer... button.
3. Choose the connection type you desire.

For LPR, enter the IP address of the printer that you set previously. The Queue Name field can remain blank if the Use
default queue on server box is checked (by default). Other options are PS, or AUTO. Select the appropriate PPD for
the printer model under the Printer Model pull-down menu.

For AppleTalk, select the appropriate printer from the list that is displayed. The printer should autoconfigure at this point.

Note: You may need to enable AppleTalk via the Network Control Panel. Follow the onscreen instructions provided.

Other Resources

For more information on network setup and troubleshooting, refer to the Networking section of the
Interactive Documentation CD-ROM.
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Phaser™ 4400 laserskrivare

Flytta

Folj de har riktlinjerna om du ska flytta skrivaren inom kontoret eller om den ska forberedas for frakt.

Forsiktighetsatgarder vid flyttning av skrivaren

Varning
Folj de hér riktlinjerna for att undvika bade personskador och skador pé skrivaren.
m  Var alltid minst tva personer om skrivaren ska lyftas.
m  Sting alltid av skrivaren med hjilp av strombrytaren.

m  Misslyckande att packa om skrivaren pa rtt sétt for frakt kan resultera i skada pa skrivaren
som inte dr tdckt av skrivarens garanti.

m  Skada pa skrivaren orsakad av oldmplig flyttning 4r inte tickt av skrivarens garanti.

Flytta skrivaren inom kontoret

Skrivaren kan riskfritt flyttas fran en del av ett kontor till en annan s lange den flyttas uppréttstaende
och forsiktigt dver jamna ytor. Vibrerande rorelser, sasom att skjuta skrivaren over en troskel eller over
en parkeringsplats, kan skada skrivaren.

Forbereda skrivaren for frakt

Skrivaren maste vara forberedd enligt en specifik procedur for att fraktas med fordon. Skrivaren maste
ocksé packas om i en ldmplig fraktkartong. Skrivarkassetten maste tas bort och placeras i en skyddande,
separat pase for att undvika tonerspill.

Om du inte har kvar hela originalférpackningen sa kan du bestilla en ompackningssats fran
www.xerox.com/officeprinting/4400supplies eller kontakta din lokala Xerox service-representant.
Ytterligare instruktioner om hur man packar skrivaren finns i ompackningssatsen och i
felsékningsguiden pa cd-romskivan Interaktiv dokumentation. Om du inte kan packa om skrivaren,
kontakta din lokala Xerox service-representant angdende var ompackningservice.

Copyright © 2002 Xerox Corporation. Med ensamritt. 16
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